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D I R E C T I O N A L  D R I L L I N G  P R O D U C T SD I R E C T I O N A L  D R I L L I N G  P R O D U C T S

Part Size Size

Number in (mm) Part Number In (mm)

08190016 1 5/8 (41) 08220600 - 08220603 1 1/4 (32), 1 1/2 (38), 2 1/4 (57), 2 1/2 (63), 3 (76)

08190020 2 (51) 08220600 - 08220603 1 1/4 (32), 1 1/2 (38), 2 1/4 (57), 2 1/2 (63), 3 (76)

08190025 2 1/2 (64) 08220609 - 08220608 2 1/2 (63), 3 (76), 4 (102), 5 (127), 6 (152), 7 (178), 8 (203)

08190030 3 (76) - -

08190040 4 (102) 08220604 - 08220606 4 (102), 5 (127), 6 (152)

08190045 4 5/8 (117) 08220604 - 08220606 4 (102), 5 (127), 6 (152)

08190060 6 (152) - -

08190080 8 (203) - -

D.Drill Swivels & PE & PVC Pulling Eye Compatibilty Chart

PE & PVC Pulling Eye Swivel 

Directional Drilling Grease
Specially formulated for use in a bentonite clay 
environment.  This is an extreme pressure multiservice lubricant
designed to give outstanding performance in directional
drilling/boring applications.  Manufactured from the highest 
quality petroleum oil and thickened with a unique calcium
complex soap.  This thickener resists breakdown caused by
bentonite, which is common with lithium based lubricants.  
Packaged in cartridges to fit a standard grease gun.

Part Number Description
08190007  Directional Drilling Grease (1 Cartridge)


